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DESCRIPTION  

PROLAT's Colored Stone Mortar is a mortar 

without chemical additives for grouting and 

building both natural and engineered stone. It 

contains pozzolana, Theraean earth, hydraulic lime 

and quartz sand. It is applied to both walls and 

floors. It provides high initial and final bonding 

capacity, high mechanical strength and excellent 

color stability. It has very strong adhesion and 

workability. It allows the breathability of stone-

built buildings, contributing to and facilitating their 

bioclimatic design. It is available in dozens of 

shades and is suitable for joint widths from 5-40 

mm. 

 

APPLICATION AREAS  

PROLAT’s Colored Stone Grout is applied to stone-

built buildings as well as to floors made of artificial 

and natural stone. 

 

APPLICATION 

Surface preparation 

Before applying Colored Stone Mortar, the 

masonry is cleaned of loose materials, dust, oils, 

while loose parts of the old grouting material 

should be removed. For applications in hot 

conditions or on particularly absorbent stones, wet 

the surface with water until saturated before 

grouting and ensure that excess water that has 

stagnated in holes or cavities is removed. 

Mortar Coloring 

The Mortar Coloring Powder is the coloring powder 

for coloring Colored Stone Mortar. One dose (one 

container) of pigment corresponds to 25 kg of 

Colored Stone Mortar. Mixing is done without 

adding water until the grout has a homogeneous 

color. It is not recommended to mix the materials 

separately, due to the possibility of varying the final 

shade. 

 

 

 

Application 

Mix the Colored Stone Mortar with an electric 

hand mixer at low speed (~ 300 r.p.m.) or with 

another larger mechanical mixer if we need a larger 

quantity or with a concrete mixer. Empty the 

appropriate amount of water into the mixing 

container and while mixing slowly, add the powder 

to the water and mix well for at least 3 minutes. 

Add additional water during mixing until a 

homogeneous mixture is created, without lumps. 

25 kg of dry mortar requires 4.5-5.0 lt of water, 

depending on the desired workability. Let the 

mixture stand for about 2-3 minutes and then stir 

again for ~30 seconds. For new stone masonry, 

before grouting, confirm that the mortar has fully 

cured. The ‘Colored Stone Mortar’ is applied using 

a trowel or metal spatulas. Carefully fill and 

compact the joints evenly. Shape the joint with the 

help of a small trowel while the mortar is still wet. 

Use a damp sponge to clean the stone surfaces. 

Rinse the sponge regularly with clean water. 

 

CONSUMPTION 

Consumption depends very strongly on the size and 

shape of both the joints and the building stones, 

however it is usually 8 kg of joint /m2 of stone. 

 

CLEANING 

After each use, we clean the tools with water only. 

 

STORAGE 

The product must be stored in a clean, dry, and 

moisture-protected storage area. 

 

PACKAGING 

Paper bag of 25kg. 
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NOTICE  

The technical information and instructions 

provided in this datasheet referring to the 

application and end use of PROLAT products are 

based on the company's expertise and experience 

with the products to date. They are provided in 

good faith under the condition that the products 

are stored, used, and applied in accordance with 

PROLAT's instructions. However, given our inability 

to directly oversee conditions at construction sites 

or during product application, the company cannot 

guarantee the suitability of its products for specific 

purposes, nor does it assume any legal 

responsibility based on the information provided in 

this brochure, whether written, oral, or otherwise 

communicated. Users are advised to conduct a 

small test to assess the suitability of the products 

for their intended application and purpose of use. 

The company reserves the right to modify the 

properties of its products without prior notice. 

 

  

 

Technical characteristics: (Measurement conditions 23°C and 50% R.H.) 

Form powder 
Specific gravity of dry mortar 
ΕΝ 1015-10 

1.40 ± 0.01 kg/lt 

Water demand 4.5-5.0 lt/25 kg 
Compressive strength (28 days) 
ΕΝ 1015-11 

18,1 ± 0.1  N/mm2 

Application 
temperature  

5 οC to 30 οC 
Adhesion strength (28 days) 
EN 1015-12 

0.10 N/mm2 

Specific gravity of wet 
mortar 
ΕΝ 1015-6 

1,47 ± 0.01 kg/lt 
Capillary water absorption 
EN 1015-18 

w< 0.10 kg/m2.min0.5 

Coherence  
ΕΝ 1015-6 

147 mm    
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